MiniMoog Repairs

Kevin Lightner (The Synthfool)

August/September 2006
Completed                                      

Reason
(Green = Undoing of previous repairs)

1 Added silicone rubber to keyboard contact board    

Original standoffs degrading / locks contact board in place
2 Affixed metal label down (top left)             

Peeling away
3 Affixed new knobs                         


Standard / recommended / Cosmetics / Feel
4 Calibrated                                          
Standard / recommended
5 Cleaned and tightened unit                           
Obvious
6 Installed better screws on mounts             

Old homebrew board was done poorly
7 Installed matched set of precision VCO summer resistors   Standard / recommended
8 Installed new fuses                                       Standard / recommended
9 Jumpered selector switches                                Increases reliability of octave selectors
10 Performed attack glitch mod                              Standard / recommended
11 Performed factory droop mod                              Factory recommended mod
12 Performed zero-detent pitchwheel mod                     Factory recommended mod
13 Cleaned bussbars / contact springs                       Standard / recommended
14 Rebushed keyboard action                                 Old rubber had hardened
15 Repaired keyboard wiring and spacer block                Items were damaged or misplaced
16 Repaired vcf (rebuilt entire vcf)                        Previously repaired poorly, cracked caps, mismatched transistors
16 Replaced all electrolytic caps                    

Old     
17 Replaced all ICs on vco board                            Mismatched, tarnished legs
18 Replaced fuseholder caps                                 Wrong type
19 Replaced fuseholder                                      Cracked
20 Replaced keyboard cinch jones M & F                      Corroded
21 Replaced many components across all boards               Out of spec, cracked, incorrect
22 Replaced mod section cinch jones F                       Corroded
23 Replaced octave selector resistors w/ precision types    Original set was replaced by previous tech with unmatched set
24 Replaced overload lamp                                   Blown
25 Replaced pilot lamp                                      Bad
26 Replaced pitchwheel pot                                  Unstable
27 Replaced pots: tune, vco 2 & 3 tune, vco 1,2&3 vol,

noise vol                   



Noisy / unstable pots
28 Replaced PSU trims with multiturns                       Increases tuning stability
29 Replaced five keytops                                    Damaged / scratched
30 Replaced various nuts and washers                        Rusted
31 Replaced VCO range and scale trimmers                    Previously replaced with multiturns. I replaced with same (new).
32 Rethreaded stripped standoff
